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NO YES

Click here for product technical data.  For additional assistance call Jampro Technical
Sales at 01+ (916) 383-1177, Fax 01+ (916) 383-1182 or send email: jampro@jampro.com.

Can Tower 
Support more 

Loading?

Low,     Med  

or Hi Power?

Low,     Med  

or Hi Power?

Low Level 
Transmitter 
Combining: 

JMPC, JBCP, 
JAHD, JADP, 
JCPD, JMVP, 
JMHP, JMEP, 

JSHD. 

Hi Level 
Combining 

(RCHA-323-
10HD), 

Interleaved or 
Dual Inputs: 

JHPC, JSWB, 
JBCP, JAHD, 
JADP, JCPD, 
JHVP, JHHP, 
JHEP, JSHD. 

May Need 
Circulator

Medium Level 
Combining 

(RCHA-222-
10HD, 

Interleaved or 
Dual Inputs: 

JMPC, JSWB, 
JBCP, JAHD, 
JADP, JCPD, 
JMVP, JMHP, 
JMEP, JSHD. 

May Need 
Circulator

Separate 
Elevation 
Bays, Low 

Level 
Transmitter 
Combining: 

JMPC, JBCP, 
JAHD, JADP, 
JCPD, JMVP, 
JMHP, JMEP, 

JSHD
May Need 
Circulator

Separate 
Elevation 

Bays, 
Interleaved or 

Dual Input: 
JMPC, JSWB, 
JBCP, JAHD, 
JADP, JCPD, 
JMVP, JMHP, 
JMEP, JSHD. 

May Need 
Circulator

Separate 
Elevation 

Bays, 
Interleaved or 

Dual Input:
JHPC, JSWB, 
JBCP, JAHD, 
JADP, JCPD, 
JHVP, JHHP, 
JHEP, JSHD. 

May Need 
Circulator
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